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Series 30 


Integrated Amplifier 
AS-M30 


For those who are seriously looking för @ quality 
amplifier without damaging their btidgel 

the AS-M30 is a pefect choice. 

Direct-coupled OCL power amp and bipolar 
power supply deliver 30W RMS power with 
minimum distortion and plenty of reserve power. 
The Phono-EQ amp is packed in a low-noise IC 


‘vith sophisticated differential current-mirror design. 


ass, Treble and Volume controls are 
precision detent-type, and you can even 
connect two Tape decks and two pairs of 
Speakers for enhanced flexibility. 


Rated Power 30W RMS per channel at 8 Ohms 
from 20 to 20,000 Hz with no 
more than 0.1% THD. 
Phono: 2.5mV/47 k Ohms 
Tuner, Aux, Tape 1, 2: 
150mV/47 k Ohms 
Signal-to-Noise Ratio Phono: 70dB 

Tuner, Aux, Tape: 90dB 
Dimensions (WHD) 410x145x290mm 
Weight 7.0kg net 


Input Sensitivity/Impedance 


Stereo FM/AM Tuner 
X AT.X30 


Asthe-matcHing tufier, the AdieXSQsgives 
higbfqualitg tumifig at an affordable prige” 
A’S-gang' variable capacitor fealizes 1.YuV 

high sensitivity, and Phase-locked-loop 

IC circuitry in the multiplex section assures 

a greatly improved stereo tuning stability. 

FM Auto/Mono switch is coupled with Muting 
function to cancel the interstation noise 
at normal tuning condition. € 
The dual tuning meters are another bonus 

in its price range with easy and accurate tuning. 


Sensitivity 10.7dBf/1.9uV 
Selectivity 50dB (IHF/400 Hz) 
Signal-to-Noise Ratio 65dB 

Harmonic Distortion 0.4% (Stereo, 1,000Hz) 
Stereo Separation 38dB/1,000Hz 
Dimensions (WHD) 410x145x290mm 
Weight 5.0kg net 


(a Stereo Player System 
; TS-F30 


Thé TSt&3@tis ashigh-performance belt-drive 
player system With auto-return function. 
The 4-pole’%ynchronous motor maintains 
the rotation speed constant ageinst mains voltage 
fluctuations. The innovative front-panel control 
design enables auto-cut, arm-lift and cueing 
functions without opening the dust cover. 
Ct reputable Audio-Technica AT-11 cartridge 
«Sid the S-shape tone arm with anti-skating 
make highest fidelity sound possible. 


Motor 4-pole Synchronous Motor 

Speed 33-1/3 and 45 rpm 

Wow and Flutter 0.09% wrms 

Signal-to-Noise Ratio 42dB 

Cartridge Type VM-type 

Frequency Response 20-20,000Hz 

Tone Arm Type Static-balanced with Anti-skating 
device 

Dimensions (WHD) 452x147x400mm 

Weight 6.2kg net 


Series 50 


Integrated Amplifier 
E AS-M50 


With its power, functions, sound fidelity aad 
economy, the AS-M50 is a fine@xamßle of what 
a high-quality home-use amplifier shotild’be. 
Pure-complementary Darlington power amp with 
current-mirror differential design guarantees clear 
and dynamic 50W RMS power which can be 
visually monitored with two large Power meters. 
The latest low-distortion technology is employes’ 
in the entire circuit design, and full eonnechon’ 
and function flexibility includes Tape copy, 
Speaker select, Tone In/Out, Low filter 

and Dual headphone jacks. 


Rated Power 50W RMS per channel at 8 Ohms 
from 20 to 20,000 Hz with no 
more than 0.1% THD. 


Input Sensitivity/Impedance Phono: 2.5mV/47 k Ohms 
Tuner, Aux, Tape: 150mV/47 k 
Ohms 

Signal-to-Noise Ratio Phono: 80dB 


Tuner, Aux, Tape: 95dB 
Dimensions (WHD) 410*145x290mm 
Weight 9.0kg net 


Stereo FM/AM Tuner 


x50 AT-X50 


Eorstihe finest F Mf@teiuing fidelitys 

h@AT-X50 inéorporatesthe latesiteghnoléad 

and funktions. 

High-sensitivity front-end utilizes FETs and 4-gang 

variable capacitor. 

In the IF stage, 6-element ceramic filters 

assure low distortion/high selectivity tuning 

and the MPX demodulation is locked by PLL-IC 
( _ cuit for stable stereo listening. 

A special 50% modulation tone generator is 

equipped as a reference for recording level 

calibrations. 


Sensitivity 10.3dBf/1.8uV 
Selectivity 75dB (IHF, 400 Hz) 
Signal-to-Noise Ratio 70dB 

Harmonic Distortion 0.3% (Stereo, 1,000 Hz) 
Stereo Separation 45dB/1,000 Hz 
Dimensions (WHD) 410x145x290mm 


Weight 5.0kg net 


Stereo Player System 
FSO 1:15: 


D&igrfed.bi.thestape transport specialists, 

the TS-F50 révedls itself as a perfect example of 
TEA@deditation to quality and reliability. 

A direct-drive servo-motor spins the massive 
diecast platter while another motor handles 

all automatic functions. This unique two motor 
mechanism enables both high-sensitivity tracking 
and ultra-accurate rotation speed. 

The innovative front-panel control design make 
start, stop and all other functions accessible 
without opening the dust cover. 

Clean and convenient. 


Motors 1 DC-Servo Direct-drive Motor 
1 AC Motor for Automatic func 
tions 

Speed 33-1/3 and 45 rpm +3.5% 

Wow and Flutter 0.04% wrms 

Signal-to-Noise Ratio 55dB 

Tone Arm Type Static-balanced with Anti-skating 
device 

Stylus Pressure Range 0 - 4 grammes 


Dimensions (WHD) 452x147x400mm 
Weight 9.3kg net 


À. 


-way Speaker System 


The LS-570 is a wide-range 3-way 
4-speaker system with big 12” 
woofer, 4° midrange and dual 2” 
tweeters that handle dynamic, clear 
and brilliant notes in each frequency. 
The mid and treble level controls 

are provided in the front panel. 


Dimensions (WHD) 377x635x285mm 
Weight 16.0kg net 


3-way Speaker System 


Handsome exterior styling 

and an advanced 3-way design 
combined in a compact package. 
10° woofer, 4° midrange and 

1” dometype tweeter cover wide 
frequency range, and the enclosure 
is finished with real walnut 
beautifully. 


Dimensions (WHD) 340x540x210mm 
Weight 11.5kg net 


Micro Speaker System ( 


The LS-X7 is an ultra-small speaker 
system that consists of special 

4° woofer and 1” soft-dome tweeter 
in a heavy-duty diecast enclosure. 
Its sound fidelity is exceptional 

and it can be conveniently installed 
virtually in any place you want. 


Dimensions (WHD) 116*184x112mm 
Weight 2.3kg net 


2-way Speaker System 
LS-E15 


TheisS- El isen2-way speaker system 
With a pårted boðkshelf-type enclosure. 
The all new cöne-paper material has been 
specially formulated for the powerful 
8” woofer with optimum strength and 
weight to realize undistorted transduction. 
A high efficiency 2° cone-type tweeter 
rndiates crisp, transient high-frequencies 
( cth clarity. And the combination of the 
M30, X30, F15 and E15 can make a truly 
exciting component system without 
breaking your budget. 


Dimensions (WHD) 313*565x225mm 
Weight 7.2kg net 


A Cost-minding Alternative. 


Stereo Player System 
TS-F15 


As a starting-point for your stereo 

system, the TS-F15 offers the defenda TC 
performance and reliability you*need. 

It is a version of TS-F30 without the auto-return 
function. The TS-F15 realizes the same 
performance and the same modern looks with 
innovative front-panel control layout, 

highly accurate 4-pole synchronous motor, ; 
precision S-shape pipe tone arm € 
and selected VM-type cartridge. 


Motor 4-pole Synchronous Motor 

Speed 33-1/3 and 45 rpm 

Wow and Flutter 0.09% 

Signal-to-Noise Ratio 42dB 

Cartridge Type VM-type 

Frequency Response 20-20,000 Hz 

Tone Arm Type Static-balanced with Anti-skating 
device 

Dimensions (WHD) 452x147x400mm 

Weight 6.0kg net 


Dear TEAC Customers, 


During the past twenty years, 
TEAC has been worldwidely recognized 


as a leader in tape recording indus 


TEAC tape deck transports are precision-crafted for 
exceptional durability, however total performance is 

only achieved when combined with good transport systems 
and electronics, which also r Quir s thlatest technology 
in circuitry design. This is the reason wny TEAC tape decks 
reproduce sound that is clear and natural. 


Since the dawn of the company, TBAC has been involved in 
development of high quality electronic equipment 


£ including ‚omputer data processing units, 


and drawing on this past experience a id know-how, 


‘we are now expanding our entire line-up’ 


of consumer electronics with mixe s, equalizers, 
noise reduction systems, tuners, a piers and turntables. 


Incl ude iv ith this leatictis a brief, ntroduction to our high-fidelity 
components all of which, we believe, wiil attract your attention 


in terms of design excellence, performance, 


cosmetics and economy. 
So we hope that you will soon make a visit 


to your nearest TEAC retailer *9 ex eringpe the new range of 
TEAC products in full details %r yourse 


TEAC CORPORATION 


O lenin | 
VAT Cp NA. 


TEAC 


TEAC CORPORATION 
3-7-3, Naka-cho, Musashino, Tokyo, Japan Phone: (0422) 53-1111 


